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Abstract 

In photoelectrochemistry, a suitable photoanode leading to high efficiencies in 

photocatalytic processes is a research challenge. Iron oxide nanostructures are 

promising materials to be used as photoanodes. In this work, different potentials during 

iron anodization were applied to study the properties of the synthesized nanostructures. 

Results revealed that nanostructures anodized at 50 V presented well-defined 

nanotubular structures with open-tube tops, and they achieved values of photocurrent 

density of 0.11 mA·cm-2 at 0 rpm and 0.14 mA·cm-2 at 1000 rpm (measured at 0.50 

VAg/AgCl), corresponding to the oxygen evolution reaction from water, i.e.  

2H2O+4h+  4H++O2, demonstrating their good photoelectrochemical behavior. 
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1. Introduction 

Photoelectrochemistry is a vigorous research area that studies the nature of the 

processes occurring when photo-excitation is introduced into the electrochemical 

system [1,2]. The photoelectric effect was discovered by Becquerel in 1839 [3], who 

demonstrated that an electric current flows through the external circuit when a silver 

chloride electrode immersed in an electrolytic solution and connected to a counter 

electrode is illuminated by sunlight [3,4]. Since then, several research studies have been 

focused on the conversion of free sunlight into electric power or chemical fuels [5,6]. 

Photoelectrochemical (PEC) technology comprises the oxidation/reduction reactions 

between electrochemical active species in solution and photoexcited materials that are 

produced at the electrode/electrolyte interface upon illumination [7,8]. There are so 

many photoelectrochemical applications such as dye sensitized solar cells [9], 

degradation of organic pollutants [10] or water splitting [11]. Among them, splitting of 

the water molecule into its elemental compounds, i.e. H2 and O2, by using a PEC cell is 

very interesting. This is owing to the fact that hydrogen is a clean energy source that can 

be obtained by using solar energy as primary energy input for its production [12]. 

In PEC cells, photoelectrodes are the most important components and they are 

determining for the conversion efficiency of the process [13]. In particular, photoanodes 

for water splitting must be materials that satisfy some characteristics [5,6,14–18]: 

(1) A suitable photoanode for water splitting should have a band gap larger than  

1.23 eV (the thermodynamically required energy for water splitting into H2 and O2), but 

smaller than the energy of a photon in visible light spectrum (2-2.4 eV) in order to 

ensure the excitation of photogenerated charge carriers. 
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(2) The position of the bands of the semiconductor should be adequate, i.e. the bottom 

level of the conduction band must be less than the reduction potential of H+/H2, while 

the top level of the valence band must be higher than the oxidation potential of O2/H2O. 

(3) The photocatalyst should have good ability to promote charge separation and fast 

transport of photogenerated charge carriers from inside of the photoanode to its surface. 

(4) Photocatalysts should have good stability against photocorrosion in extreme 

conditions (acidic/basic media, high temperatures, etc.). 

(5) Lastly, photoanodes should have high surface area for making easily the access of 

the water molecules to the photocatalyst, and they should provide enough reactive sites 

in order to accelerate redox reaction (i.e. split the water molecule). 

Since Fujishima and Honda in 1972 reported the study of TiO2 nanostructures for 

photoectrochemical water splitting [19], nanostructures of different oxide metals (TiO2, 

Fe2O3, WO3, CuO, SnO2, etc.) have been widely studied for the same purpose [11,20–

22]. This is due to the fact that nanostructures provide high surface area and reactive 

sites, and they also promote charge separation and transport of charge carriers [23,24]. 

Among the different metal oxides, iron oxide in its hematite form (α-Fe2O3) is a 

promising option owing to their properties [11,18]. Hematite is an n-type semiconductor 

with a band gap of ~2.1 eV which is suitable for visible light absorption (up to ~590 

nm). Besides, it is a chemically stable, non-toxic, abundant and low cost material 

[11,25–27]. Moreover, by nanostructuring hematite in nanotubular morphologies, the 

longitudinal tubular orientation can act as preferred pathways for the electrons transport 

to the metallic substrate, overcoming then its short lifetime. Furthermore, the thin walls 

of nanotubular structures also can contribute to enhance the photoelectrochemical 
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behavior since the short hole diffusion lengths of the hematite can be overcome [28,29]. 

Because of that, hematite nanostructures are an attractive option for being used as 

photoanodes in photoelectrochemical applications.  

In this study, different potential values were applied during formation of iron oxide 

nanostructures by electrochemical anodization in order to evaluate its effect in their 

properties. In spite of the fact that there are abundant literature of the influence of 

applied potential on anodization of titanium [30–33], there are barely literature about 

the effect of the applied potential in electrochemical anodization of iron in order to 

obtain iron oxide nanostructures [34]. In this way, different structural characterizations 

of the synthesized iron oxide nanostructures have been carried out, i.e. Field Emission 

Scanning Electron Microscopy (FE-SEM) and Raman spectroscopy. Additionally, 

photoelectrochemical tests: Mott-Schottky (MS) analysis, photocurrent density vs. 

potential measurements and stability tests were also performed. 

2. Experimental 

Iron rod (99.9% pure, ChemPUR) was used as anode in the electrochemical anodization 

cell with a platinum tip (ChemPUR) as counter electrode, and ethylene glycol (PanReac 

AppliChem) solution with 0.1 M of ammonium fluoride (Sigma-Aldrich) and 3%vol. of 

distilled water as electrolyte. Prior to anodization, iron rod was abraded with silicon 

carbide papers (220, 500 and 4000 grit), sonicated in ethanol for 2 minutes, rinsed with 

distilled water and dried with nitrogen stream. Electrochemical anodization was carried 

out at room temperature for 15 min under both stagnant (0 rpm) and hydrodynamic 

(1000 rpm using a Rotating Disk Electrode) conditions [35,36]. Applied potential 

during anodization was varied from 30 to 60 V in order to evaluate its effect in 

morphology and photoelectrochemical properties of the synthesized nanostructures. 
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Current density versus time evolution was recorded during anodization since these 

curves reveal information about the nanostructures formation. Once nanostructures were 

formed, they were annealed in argon atmosphere at 500 ⁰C for 1 hour at a heating rate 

of 15 ⁰C·min-1, and cooled down within the furnace by natural convection [37]. 

Structural characterization of the nanostructures was carried out by Field Emission 

Scanning Electron Microscopy (FE-SEM) operating at 3 kV, and by Scanning Confocal 

Laser Microscopy with Raman Spectroscopy with a neon laser of 632 nm with 

approximately 700 μW. 

All photoelectrochemical experiments were performed in 1 M KOH in a three-electrode 

configuration with the corresponding nanostructure as the working electrode (exposed 

area of 0.26 cm2), a platinum tip as the counter electrode and an Ag/AgCl (3 M KCl) 

reference electrode. Simulated sunlight with AM 1.5 illumination (100 mW · cm-2) was 

used for light conditions. Mott-Schottky plots were obtained by sweeping the potential 

from the Open Circuit Potential (OCP) value (~ -0.3 V for the nanostructures in 1 M 

KOH) in the negative direction at a scan rate of 28 mV · s-1, with an amplitude signal of 

0.01 V at a frequency value of 5 kHz. Electrochemical Impedance Spectroscopy (EIS) 

experiments were performed over a frequency range from 100 kHz to 10 mHz with an 

amplitude of 0.01 V. Previous to the EIS tests, the samples were left at 0.35 V (vs. 

Ag/AgCl) under illumination for 1 hour in order to stabilize them. Finally, photocurrent 

density versus potential measurements were carried out by chopped light irradiation 

from -0.40 to 0.60 V (0.02 V in the dark and 0.02 V in the light) at a scan rate of 2 mV 

·s-1. Stability measurements against photocorrosion were performed at 0.35 V under 

illumination for 1 hour. 
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3. Results and discussion 

Figure 1 shows the current density vs. time registers during electrochemical anodization 

of iron at the different applied potentials. All the curves indicated the typical tendency 

of the formation of iron oxide nanostructures with the tree typical stages: (1) formation 

of a compact oxide layer, (2) tiny pits in the compact layer due to the fluoride ions in 

the electrolyte and the applied potential that leads to nanoporous structures, and (3) 

dissolution and cation-cation repulsion; this formation continues until reaching 

equilibrium between formation of oxide layer and its chemical dissolution, leading to 

nanotubular structures [34,38]. 

Registers in Figure 1 indicate that the higher the applied potential, the higher the current 

density [39]. This phenomenon is because of the fact that when electrochemical 

anodization is carried out, the presence of fluoride ions (F⁻) in the electrolyte together 

with the high applied potential leads to the dissolution of the compact layer as 

mentioned above. Then, when applied potential increases the dissolution of the oxide 

layer increases, which in fact results in a decrease in resistance (i.e. an increase in 

current density) [34]. This tendency is more remarkable at initial states, which indicates 

that the nanostructures morphology is stablished basically at initial stages as occurs for 

other materials, such as TiO2 nanostructures [30]. 

Analyzing samples anodized under stagnant conditions (Figure 1 a)), registers illustrate 

that both formation of the oxide layer and its chemical dissolution are greatly affected 

by applied potential. At potentials between 30 to 50 V the equilibrium was rapidly 

achieved and the registers were almost constant, indicating that the formation of 

nanotubular structures stopped. Whereas, when 60 V were applied, the current density 
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continued rising with time. This means that the equilibrium was not reached, which in 

fact implied that a well-defined nanotubular structure was not formed. 

For nanostructures anodized under hydrodynamic conditions (see Figure 1 b)), registers 

indicate that the steady-state was reached for all the samples regardless the applied 

potential. This is due to the fact that steady-state is controlled by diffusion processes 

and, since rotating the electrode improves the diffusion processes occurring during 

anodization, then the equilibrium is reached earlier [40]. 

Raman spectra of the different samples were similar regardless the conditions applied 

during anodization. As an example, Raman spectra of samples anodized under stagnant 

and hydrodynamic conditions were presented in inset of Figure 1 a) and b), respectively. 

The peaks that appeared at roughly 229 cm-1, 249 cm-1, 295 cm-1, 414 cm-1, 500 cm-1, 

615 cm-1 and 1317 cm-1, indicated the predominance of hematite as crystalline phase in 

the structure. However, the peaks at Raman shifts of approximately 554 cm-1, 672 cm-1 

and ~820 cm-1 were an indicative of the presence of some amount of magnetite in the 

nanostructures [41–43]. 

Regarding the morphology of the synthesized nanostructures, Figure 2 shows FE-SEM 

images acquired at 10,000x magnifications. Insets of Figure 2 show the images acquired 

at 30,000x magnifications. Samples anodized at 30 V under stagnant conditions (Figure 

2 a) showed an initiation layer that partially covered the nanostructures. However, at the 

same potential but rotating the electrode at 1000 rpm, this initiation layer seemed to 

disappear (see Figure 2 b), but in this case the nanostructure was not well defined, i.e. 

the potential was not enough in order to form open-tube top nanotubular structures. 

When 40 V were applied during anodization, the initiation layer disappeared for both 

cases (stagnant and hydrodynamic conditions), but the nanostructures seemed not to be 
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completely formed, which means that this potential was not enough in order to form 

well defined nanotubular structures. Figure 2 c) and d) illustrates that under 

hydrodynamic conditions the nanostructures were more homogeneous and open-tube 

mouths nanotubular structure started to appear, but the differences in morphology at 40 

V were not significant. Nevertheless, in the samples anodized at 50 V there were 

notably differences between stagnant and hydrodynamic conditions. At 1000 rpm the 

nanostructure was tubular with an open-tube top and the entire surface was 

homogeneous, but under stagnant conditions the samples were somewhat stacked. The 

same phenomenon occurred at 60 V, where the samples anodized at 0 rpm were more 

stacked than the ones anodized at 1000 rpm. Furthermore, comparing both cases, when 

potential increased from 50 V to 60 V, the nanostructures were more stacked for the 

latter. Then, the surface were not as homogeneous as in the case of the samples 

anodized at 50 V, presenting small etched areas without nanostructures, which could 

affect negatively the efficiency of the nanostructures as photocatalysts in water splitting. 

This could be due to the fact that the formation/dissolution rate did not reach the 

equilibrium, being the dissolution rate faster than the rate of formation of the iron oxide 

[34]. 

The differences in morphology according to the different applied potential values imply 

that there is an optimum range (50-60 V in the case of iron oxide nanostructures 

anodized for 15 minutes at room temperature) in order to form nanotubular structures. 

This is in agreement with other authors that studied TiO2 nanostructures formation by 

titanium anodization, and they stablished that there is only a potential range at which 

ordered TiO2 nanotubes are formed [30–32]. 

In order to study the density of defects present in the iron oxide structure of the different 

samples, Mott-Schottky analysis was carried out in 1M KOH, and results (1/CS
2 vs. E) 
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are plotted in Figure 3. All plots present a positive slope corresponding to an n-type 

semiconductor [44,45], and the higher the slopes, the lower the donor density values. In 

this way, donor density values were obtained from the intercept of the linear region in 

MS plots with the x-axis in Figure 3. ND values obtained under dark conditions were 

lower than that obtained under illumination as expected, since light promotes charge 

separation in the photoanode. 

The highest values of ND were achieved for the samples anodized at 30 and 60 V (see 

Table 1). Since they are too high, some of the defects can act as trap carriers, then 

reducing the efficiency of the photoanode in photoelectrochemical processes [46]. On 

the other hand, the nanostructures that possessed lower ND values were the ones 

synthesized at 40 and 50 V (in particular, under hydrodynamic conditions), being in the 

order of 1019 (see Table 1). It was investigated in a previous work [35] that these values 

are advantageous for the nanostructures since they are in the correct order of magnitude 

for having good charge separation (but not too high for acting as trap carriers), which is 

beneficial for photoelectrochemical applications such as water splitting (as it would be 

discussed later). 

Regarding flat band potentials, all values were between -0.6 and -0.8 V (vs. Ag/AgCl) 

indicating that the electrode rotation speed during electrochemical anodization did not 

affect considerably the flat band potential. However, an exception is noted for the 

nanostructure synthesized at 30 V under stagnant conditions, which had lower values in 

comparison to the rest of the nanostructures. This could be due to the fact that at 30 V 

the nanostructure was not well defined because 30 V is not high enough to form iron 

oxide nanostructures by anodization of iron.  



10 
 

Figure 4 shows the Nyquist plots for all the synthesized nanostructures under static 

(Figure 4 a)) and hydrodynamic (Figure 4 b)) conditions. In first place, it is noticed that, 

in general, the samples synthesized under hydrodynamic conditions showed less 

impedance than the ones synthesized under static conditions. This is because the 

improvement in the diffusion process by rotating the electrode during anodization 

allows forming more homogeneous and well-ordered nanostructures, then their 

impedance was lower. In particular, for both static and hydrodynamic conditions the 

nanostructure that presented the lowest impedance was the one anodized at 50 V. The 

lowest the impedance they offer, the better the photoelectrochemical behaviour because 

of the improvement in the charge-transfer processes, which in fact is beneficial for 

photoelectrochemical applications. 

Figure 5 shows Bode-phase and Bode-modulus plots for all the synthesized 

nanostructures. Bode-phase plots showed two well-differentiated time constants for 

each nanostructure. However, these two time constants were the result of a time 

constant at high frequencies and the superposition of two time constants at low 

frequencies. The experimental data was fitted to an electrical equivalent circuit as 

Figure 5 c) shows. This circuit is composed by a resistive element (Rs) and three groups 

of resistance-constant phase element (R-CPE). CPE elements were used instead of pure 

capacitors to justify frequency dispersion and non-ideality. Table 2 shows the values of 

the different resistances obtained by the fitting of experimental data to the electrical 

equivalent circuit. 

Table 2 shows that all the Rs values were similar because this resistance corresponds to 

the solution resistance and the solution was the same for all the nanostructures. R1 and 

R2 are associated with the nanostructures, and then these values were very different 

according to the studied sample. It is noticed that the samples anodized at 50 V (both 



11 
 

under static and hydrodynamic conditions) offered the lowest resistances, which in fact 

means that these samples are promising for photoelectrochemical applications. Finally, 

R3 values corresponded to the iron oxide compact layer that is underneath the 

nanostructures because of the formation process. These values were the highest since a 

compact iron oxide layer is less conductor and then its resistance is much higher than 

that of the nanostructures. 

As mentioned before, iron oxide nanostructures can be used as photocatalyst in different 

photoelectrochemical applications, such as the splitting of the water molecule. In this 

case, nanostructures were evaluated by registering photocurrent density versus applied 

potential in order to evaluate their suitability as photocatalysts for water splitting. Figure 

6 shows the results for the nanostructures synthesized under stagnant and hydrodynamic 

conditions (Figure 6 a) and b), respectively). In both cases, the samples anodized at 50 

V achieved the highest photocurrent density values (i.e., ~0.11 mA·cm-2 at 0 rpm and 

0.14 mA·cm-2 at 1000 rpm, both measured at 0.52 VAg/AgCl), followed by the ones 

synthesized at 40 V. Note that there were not significant differences between the 

samples anodized at 30 and 60 V, being the values very similar in all the applied 

potential range. 

In fact, these results are in agreement with FE-SEM images since the samples that 

showed the most homogeneous and well-defined nanotubular structure were the ones 

anodized at 50 V (for both stagnant and hydrodynamic conditions). These 

nanostructures were open-tube top nanotubular in morphology and this fact increased 

holes diffusion lengths and lifetime of the excited-state carriers, whose generally low 

values are the main drawbacks of iron oxide nanostructures. Furthermore, the surfaces 

of the samples anodized at 50 V were the most homogeneous which is beneficial for 
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photoelectrochemical applications since there are not areas without nanostructures as 

occurred in the case of 60 V (see Figure 2). 

The water splitting results are in accordance with the Mott-Schottky analyses since the 

nanostructures synthesized at 50 V possessed the optimum values of ND, that is, the 

value that indicates a good charge separation but not too much in order to avoid the 

defects from acting as trap carriers. Furthermore, water splitting results are also in 

accordance with the EIS results since they indicated that the samples anodized at 50 V 

offered the least resistance. 

Finally, comparing the results for the samples anodized at 50 V under stagnant and 

hydrodynamic conditions, it is noticeable that the best results were achieved for the 

ones anodized at 1000 rpm, since hydrodynamic conditions improved diffusion 

processes and the formed nanostructures had well defined nanotubular structures with 

open-tube tops.  

Additionally, the stability against photocorrosion of all the samples was tested in 1 M 

KOH at 0.35 V for 1 hour. Insets of Figure 6 a) and b) show the measurements and all 

the samples were stable at least for 1 hour in the indicated conditions. Furthermore, the 

samples were reused for water splitting test, which in turn demonstrates the viability of 

the usage of the nanostructures as photocatalysts for photoelectrochemical applications. 

Actually, the state-of-art of iron oxide based photoelectrodes have achieved 

photocurrent density values higher than 4 mA · cm-2. However, these results have been 

obtained for iron oxide nanostructures doped with different elements such as Pt, Co, Ag, 

Ti and so on [47–50]. This, in fact, increases the complexity and cost of the formation 

processes. Since iron oxide (in particular in its hematite form) is one of the most 

promising materials due to its properties, several studies are focused on obtaining iron 
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oxide nanostructures with simple and low cost methods such as electrochemical 

anodization. Until the moment, these iron oxide nanostructures achieve current density 

values in the order of a few mA · cm-2 [38,51–54]. Then, the main research objective is 

to optimize the parameters of the processes to achieve higher efficiencies. 

In this study, electrochemical anodization was studied since the main purpose is to 

optimize the applied potential in order to form iron oxide nanostructures that could be 

used as photoanodes in water splitting. Results indicated that the best applied potential 

for the formation of iron oxide nanotubular structures was 50 V anodizing under 

hydrodynamic conditions. These results allow continuing optimizing parameters of 

electrochemical anodization in order to approach pristine iron oxide nanostructures to 

the state-of-the-art of the photoanodes for water splitting. 

 

4. Conclusions 

In the present study, the effect of different applied potentials during electrochemical 

anodization of iron in order to form iron oxide nanostructures was evaluated. In this 

way, potentials of 30, 40, 50 and 60 V were applied during the process. Results revealed 

that the most adequate potential for anodizing iron to form nanostructures was 50 V, for 

both stagnant and hydrodynamic conditions, the latter achieving the best results. In fact, 

FE-SEM images revealed a nanotubular structure that enhanced charge carriers, being 

the main crystalline phase hematite with some amount of magnetite as Raman 

spectroscopy confirmed. Furthermore, donor density values under this condition were in 

the order of 1019 cm-3, which enhanced the photoelectrochemical efficiency of the 

nanostructure. This was corroborated by water splitting results since the nanostructure 
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anodized at 50 V under hydrodynamic conditions achieved the highest photocurrent 

density values (~0.14 mA·cm-2 at 0.52 VAg/AgCl). 

 

Acknowledgements: The authors would like to express their gratitude for the financial 

support granted to Bianca Lucas Granados by the Ministerio de Economía y 

Competitividad (Reference: BES-2014-068713 and Project CTQ2016-79203-R), for its 

help in the Laser Raman Microscope acquisition (UPOV08-3E-012) and for the co-

finance by the European Social Fund, and to the UPV for the concession of a post-

doctoral grant (PAID-10-17) to Ramón M. Fernández Domene. 

 

REFERENCES 

[1] K. Honda, J. Photochem. Photobiol. A Chem. 166 (2004) 63–68. 
 

[2] H.O. Finklea, J. Chem. Educ. 60 (1983) 325–327. 
 

[3] A.E. Becquerel, Comptes Rendus L’Academie Des Sci. 9 (1839) 145–149. 
 

[4] A.J. Nozik, Annu. Rev. Phys. Chem. 29 (1978) 189–222. 
 

[5] M. Grätzel, Nature 414 (2001) 338–344. 
 

[6] C. Acar, I. Dincer, Int. J. Hydrogen Energy 41 (2016) 7950–7959. 
 

[7] Y. Zang, J. Lei, H. Ju, Biosens. Bioelectron. 96 (2017) 8–16. 
 

[8] M. Wang, L. Chen, L. Sun, Energy Environ. Sci. 5 (2012) 6763–6778. 
 

[9] N.M. Rashid, N. Kishi, T. Soga, Mater. Res. Bull. 77 (2016) 126–130. 
 

[10] X. Zhou, J. Lan, G. Liu, K. Deng, Y. Yang, G. Nie, J. Yu, L. Zhi, Angew. 
Chemie - Int. Ed. 51 (2012) 178–182. 

 



15 
 

[11] K. Sivula, F. Le Formal, M. Grätzel, ChemSusChem 4 (2011) 432–449. 
 

[12] S.Z. Baykara, Int. J. Hydrogen Energy (2018) 1–10. 
 

[13] D. Zhang, J. Shi, W. Zi, P. Wang, S. (Frank) Liu, ChemSusChem 10 (2017) 
4324–4341. 

 

[14] F.E. Osterloh, Chem. Mater. 20 (2008) 35–54. 
 

[15] S.Y. Tee, K.Y. Win, W.S. Teo, L.-D. Koh, S. Liu, C.P. Teng, M.-Y. Han, Adv. 
Sci. 4 (2017) 1600337. 

 

[16] H. Pan, Renew. Sustain. Energy Rev. 57 (2016) 584–601. 
 

[17] L. Clarizia, D. Russo, I. Di Somma, R. Andreozzi, R. Marotta, Energies 10 
(2017) 1624. 

 

[18] Y. Kuang, T. Yamada, K. Domen, Joule 1 (2017) 290–305. 
 

[19] A. Fujishima, K. Honda, Nature 238 (1972) 37–38. 
 

[20] D. Zhou, Z. Chen, T. Gao, F. Niu, L. Qin, Y. Huang, Energy Technol. 3 (2015) 
888–895. 

 

[21] A. Tacca, L. Meda, G. Marra, A. Savoini, S. Caramori, V. Cristino, C.A. 
Bignozzi, V. Gonzalez Pedro, P.P. Boix, S. Gimenez, J. Bisquert, 
ChemPhysChem 13 (2012) 3025–3034. 

 

[22] M.M. Momeni, Z. Nazari, Mater. Res. Innov. 21 (2017) 15–20. 
 

[23] A.S. Arico, P. Bruce, B. Scrosati, J.-M. Tarascon, W. Van Schalkwijk, Nat. 
Mater. 4 (2005) 366–377. 

 

[24] Z. Wenli, X. Qingji, L. Shixun, Prog. Chem. 25 (2013) 1989–1998. 
 

[25] B.D. Chernomordik, H.B. Russell, U. Cvelbar, J.B. Jasinski, V. Kumar, T. 
Deutsch, M.K. Sunkara, Nanotechnology 23 (2012) 194009–194017. 

 

[26] M. Mishra, D.-M. Chun, Appl. Catal. A Gen. 498 (2015) 126–141. 
 



16 
 

[27] Z. Zhang, M.F. Hossain, T. Takahashi, Appl. Catal. B Environ. 95 (2010) 423–
429. 

 

[28] R.R. Rangaraju, A. Panday, K.S. Raja, M. Misra, J. Phys. D. Appl. Phys. 42 
(2009) 135303–135312. 

 

[29] L. Wang, C.-Y. Lee, P. Schmuki, Electrochim. Acta 91 (2013) 307–313. 
 

[30] S. Ozkan, N.T. Nguyen, A. Mazare, I. Cerri, P. Schmuki, Electrochem. Commun. 
69 (2016) 76–79. 

 

[31] J. Wang, Z. Lin, J. Phys. Chem. C 113 (2009) 4026–4030. 
 

[32] M. Kulkarni, A. Mazare, P. Schmuki, A. Iglic, Adv. Mater. Lett. 7 (2016) 23–28. 
 

[33] J. Kapusta-Kołodziej, K. Syrek, A. Pawlik, M. Jarosz, O. Tynkevych, G.D. 
Sulka, Appl. Surf. Sci. 396 (2017) 1119–1129. 

 

[34] K. Xie, M. Guo, H. Huang, Y. Liu, Corros. Sci. 88 (2014) 66–75. 
 

[35] B. Lucas-Granados, R. Sánchez-Tovar, R.M. Fernández-Domene, J. García-
Antón, Appl. Surf. Sci. 392 (2017) 503–513. 

 

[36] B. Lucas-Granados, R. Sánchez-Tovar, R.M. Fernández-Domene, J. García-
Antón, Int. J. Hydrogen Energy 43 (2018) 7923–7937. 

 

[37] B. Lucas-Granados, R. Sánchez-Tovar, R.M. Fernández-Domene, J. García-
Antón, Sol. Energy Mater. Sol. Cells 153 (2016) 68–77. 

 

[38] T. Mushove, T.M. Breault, L.T. Thompson, Ind. Eng. Chem. Res. 54 (2015) 
4285–4292. 

 

[39] H.E. Prakasam, O.K. Varghese, M. Paulose, G.K. Mor, C.A. Grimes, 
Nanotechnology 17 (2006) 4285–4291. 

 

[40] J.M. Macak, H. Hildebrand, U. Marten-Jahns, P. Schmuki, J. Electroanal. Chem. 
621 (2008) 254–266. 

 

[41] S. Nie, E. Starodub, M. Monti, D.A. Siegel, L. Vergara, F. El Gabaly, N.C. 
Bartelt, J. De La Figuera, K.F. McCarty, J. Am. Chem. Soc. 135 (2013) 10091–



17 
 

10098. 
 

[42] A.M. Jubb, H.C. Allen, ACS Appl. Mater. Interfaces 2 (2010) 2804–2812. 
 

[43] D.L.A. de Faria, F.N. Lopes, Vib. Spectrosc. 45 (2007) 117–121. 
 

[44] G. Rahman, O.-S. Joo, Int. J. Hydrogen Energy 37 (2012) 13989–13997. 
 

[45] F. V. Herrera, P. Grez, R. Schrebler, L.A. Ballesteros, E. Muñoz, R. Córdova, H. 
Altamirano, E.A. Dalchiele, J. Electrochem. Soc. 157 (2010) D302–D308. 

 

[46] D. Wang, X. Zhang, P. Sun, S. Lu, L. Wang, C. Wang, Y. Liu, Electrochim. Acta 
130 (2014) 290–295. 

 

[47] Y. Zhang, H. Ji, W. Ma, C. Chen, W. Song, J. Zhao, Molecules 21 (2016) 868. 
 

[48] J.Y. Kim, G. Magesh, D.H. Youn, J.-W. Jang, J. Kubota, K. Domen, J.S. Lee, 
Sci. Rep. 3 (2013) 2681. 

 

[49] P. Peerakiatkhajohn, J.-H. Yun, H. Chen, M. Lyu, T. Butburee, L. Wang, Adv. 
Mater. 28 (2016) 6405–6410. 

 

[50] C. Miclea, L. Amarande, M.C. Cioangher, C.T. Miclea, M. Mihailescu, C. Radu, 
A. Ivanov, Rom. J. Inf. Sci. Technol. 18 (2015) 93–105. 

 

[51] L. Jia, K. Harbauer, P. Bogdanoff, K. Ellmer, S. Fiechter, J. Mater. Sci. Technol. 
31 (2015) 655–659. 

 

[52] M.M. Momeni, Y. Ghayeb, F. Mohammadi, J. Mater. Sci. Mater. Electron. 26 
(2015) 685–692. 

 

[53] R.R. Rangaraju, K.S. Raja, A. Panday, M. Misra, Electrochim. Acta 55 (2010) 
785–793. 

 

[54] S.K. Mohapatra, S.E. John, S. Banerjee, M. Misra, Chem. Mater. 21 (2009) 
3048–3055. 

 

 

 



18 
 

 

 

 

 

Table captions 

Table 1. Values of donor density (ND) and flat band potential (EFB) obtained for the 

samples anodized at the different potential values. Simulated AM 1.5 illumination was 

used for the light conditions. 

Table 2. Equivalent circuit resistance values for the samples anodized at the different 

applied potentials (30, 40, 50 and 60 V) under both static and hydrodynamic conditions. 

Data obtained under simulated sunlight AM 1.5 (100 mW · cm-2) at 0.35 V (vs. 

Ag/AgCl) in 1 M KOH. 

 

 

Figure captions 

Figure 1. Current density vs. time measurements during anodization of nanostructures 

in ethylene glycol based solution with 0.1 M NH4F and 3 % vol. H2O for 15 min at 

different potentials (30, 40, 50 y 60 V) under stagnant (a) and hydrodynamic (b) 

conditions. Insets show a Raman spectrum of annealed nanostructures as an example. 

Figure 2. Field Emission Scanning Electron Microscopy (FE-SEM) images at a 

magnification of 10.000X for the synthesized nanostructures at different potentials (30, 

40, 50 and 60 V) under both stagnant and hydrodynamic conditions. Insets show a 

30.000x magnification of the images. 
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Figure 3. Mott-Schottky plots obtained under dark (a) and light (b) conditions for the 

nanostructures synthesized at different potentials (30, 40, 50 and 60 V) under stagnant 

and hydrodynamic conditions. 

Figure 4. Nyquist plots obtained under simulated sunlight AM 1.5 (100 mW · cm-2) at 

0.35 V (vs. Ag/AgCl), for the samples anodized at the different applied potential and 

under both static (a) and hydrodynamic (b) conditions. 

Figure 5. Bode plots obtained under simulated sunlight AM 1.5 (100 mW · cm-2) at 

0.35 V (vs. Ag/AgCl), for the samples anodized at the different applied potential and 

under both static (a) and hydrodynamic (b) conditions. Electrical equivalent circuit used 

to simulate the experimental obtained EIS data (c). 

Figure 6. Photocurrent density vs. potential (water splitting) measurements for the 

nanostructures synthesized at different potentials (30, 40, 50 and 60 V) under stagnant 

(a) and hydrodynamic (b) conditions. Insets show stability to photocorrosion tests of the 

nanostructures. 

 


